
SANDFIELD ENGINEERING Co Ltd. Sandy Lane, Stourport, Worcestershire,DY13 9LG. ENGLAND. Tel 01299 823158 Fax: 01299 827011

MG86VERTICAL ACTION

Material:
Finish:
Supplied with:
Max holding force:
Weight:
Clamping pressure:

30/10/09

Heavy gauge steel
Zinc plated
M8x70mm spindle
290daN
0.55Kgs
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SANDFIELD ENGINEERING Co Ltd. Sandy Lane, Stourport, Worcestershire,DY13 9LG. ENGLAND. Tel 01299 823158 Fax: 01299 827011

MG86VERTICAL ACTION

Material:
Finish:
Supplied with:
Max holding force:
Weight:
Clamping pressure:

30/10/09

Heavy gauge steel
Zinc plated
M8x70mm spindle
290daN
0.65Kgs
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SANDFIELD ENGINEERING Co Ltd. Sandy Lane, Stourport, Worcestershire,DY13 9LG. ENGLAND. Tel 01299 823158 Fax: 01299 827011

MG86VERTICAL ACTION

Material:
Finish:
Supplied with:
Max holding force:
Weight:
Clamping pressure:

30/10/09

Heavy gauge steel
Zinc plated
M8x70mm spindle
290daN
0.55Kgs
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